
SEE SCHEDULE FOR DOOR
MATERIAL

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

CONT. FULL BEAD SEALANT @
HEAD AND JAMBS (BOTH SIDES)

16GA. GALVANIZED H.M. FRAME

DOUBLE BACKBEND AT FRAME
(TYP. FOR ALL)

2
"

1
"

1 /2" 

2" 2"VARIES  

COORD. W/ PARTITION

3
/4

" 

1 /2"

PARTITION SCHED.

REFER TO

H1

ANCHOR CLIP:
MIN. (1 ) FLOOR ANCHOR,
(3) PER JAMB, (2)PER HEAD

CONTINUOUS STEEL STUD
HEADER & TRACK

JAMB ANCHOR (MIN 3 PER SIDE). 
ATTACH FRAME TO FLOOR W/ 18
GA MIN. FLOOR ANCHORS - EA
SIDE

PROVIDE DOUBLE STUDS @
BOTH SIDES OPENING

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

PARTITION SCHED.

REFER TO

2" 2"VARIES  

COORD. W/ PARTITION

3
/4

" 
2
"

1
"

1 /2" 1 /2"

J1

(24" PREFERRED)
1 '-6" MIN.

PULL SIDE

MIN CLR.
5"

ADA REQUIREMENT)

(34" CLEAR OPENING MIN.

3'-0" DOOR

PUSH SIDE

1 '-0"

(W/ LATCH &
CLOSER ONLY)

UNOBSTRUCTED
SPACE  

A B

NOTE: SEE G001 FOR
ACCESSIBILITY DETAILS
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AS SCHED. AS SCHEDULED
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AS SCHEDULED

6"
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6
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4" 

C DFLUSH PANEL
DOOR

DOUBLE FLUSH
PANEL DOOR

FLUSH PANEL DOOR
W/GLAZED VISION PANEL

FLUSH PANEL DOOR W/HALF
HEIGHT GLAZED VISION PANEL

F1

2" SEE SCHEDULE  2"

2
"

S
E
E 

S
C
H
ED

U
LE

 

E
ASSA ABLOY VERSAMAX 2.0 SLIDING DOOR WITH BREAK AWAY
PANEL; GC TO COORDINATE WITH MANUFACTURERS
SPECIFICATIONS

SEE SCHEDULE FOR DOOR
MATERIAL

REFER TO PARTITION SCHEDULE
FOR
FRAMING INFORMATION.

CONT. FULL BEAD SEALANT @
HEAD AND JAMBS (BOTH SIDES)

16GA. GALVANIZED H.M. FRAME

DOUBLE BACKBEND AT FRAME
(TYP. FOR ALL)

2
"

1
"

1 /2"

2" 2"VARIES  

COORD. W/ PARTITION

3
/4

" 

1 /2"

PARTITION SCHED.

REFER TO

H2

ANCHOR CLIP:
MIN. (1) FLOOR ANCHOR,
(3) PER JAMB, (2)PER HEAD

STEEL STUD HEADER

LEAD SHIELDING IN WALL TO
EXTEND INTO FRAME

LEAD SHIELDING IN DOOR
FRAME

NOTE: REFER TO PHYSICIST
REPORT G-003 FOR LEAD
REQUIREMENTS

JAMB ANCHOR (MIN 3 PER SIDE; 2
PER HEAD).  ATTACH FRAME TO
FLOOR W/ 16 GA MIN. FLOOR
ANCHORS - EA SIDE

PROVIDE DOUBLE STUDS @
BOTH SIDES OPENING

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

PARTITION SCHED.

REFER TO

2" 2"VARIES  

COORD. W/ PARTITION

3
/4

" 
2
"

1
"

1 /2" 1/2"

J2

SEE FLOOR PLANS FOR PARTITION
TYPES.

LEAD SHIELDING IN WALL TO
CONTINUE INTO FRAME

LEAD SHIELDING IN DOOR FRAME

NOTE: REFER TO PHYSICIST
REPORT G-003 FOR LEAD
REQUIREMENTS  

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

CONT. FULL BEAD SEALANT @
HEAD AND JAMBS (BOTH SIDES)

DOUBLE BACKBEND AT FRAME
(TYP. FOR ALL)

H3 

CONTINUOUS STEEL STUD
HEADER

ANCHOR CLIP:
MIN. (1) FLOOR ANCHOR,
(3) PER JAMB, (2) PER HEAD

LEAD SHIELDING IN WALL TO
EXTEND INTO FRAME

LEAD SHIELDING IN FRAME

2
" 

1 /2"

1
"

X-RAY RADIATION SHIELDED GLASS;
LEAD SHIELDING VALUE TO BE THE
SAME AS THE SURROUNDING WALL
PARTITION

5/8" X 3/4"
REMOVABLE
STOP  

NOTE: REFER TO PHYSICIST
RADIATION REPORT G-003 FOR
LEAD REQUIREMENTS &
THICKNESS VALUES

H3A

NOT LEAD LINEDLEAD LINED  

RADIATION ROOM SIDE

ANCHOR CLIP (MIN 3 PER SIDE; 2
PER HEAD).  ATTACH FRAME TO
FLOOR W/ 16 GA MIN. FLOOR
ANCHORS - EA SIDE

PROVIDE DOUBLE STUDS @ ALL
JAMBS; BOTH SIDES OPENING

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

PARTITION SCHED.

REFER TO

J3A

SEE FLOOR PLANS FOR PARTITION
TYPES.

LEAD SHIELDING IN WALL TO
CONTINUE INTO FRAME

LEAD SHIELDING IN FRAME

1/2" 

1
"

2
"

5/8" X 3/4"
REMOVABLE
STOP

J3  

NOT LEAD LINEDLEAD LINED  

X-RAY RADIATION SHIELDED GLASS;
LEAD SHIELDING VALUE TO BE THE
SAME AS THE SURROUNDING WALL
PARTITION

NOTE: REFER TO PHYSICIST
RADIATION REPORT G-003 FOR
LEAD REQUIREMENTS &
THICKNESS VALUES

SCHEDULE ABBREVIATIONS HARDWARE MANUFACTURER (COMMERICAL GRADE)

HINGES: ASSA ABBLOY, STANLEY HARDWARE, HAGER HINGE CO.,

MCKINNEY PRODUCTS OR APPROVED EQUAL

CYLINDERS & LOCKS: ASSA ABBLOY, ARROW, SCHLAGE, U.S. LOCK, OR

APPROVED EQUAL

OVER-HEAD SELF-CLOSERS: ASSA ABBLOY, YALE SECURITY, CORBIN &

RUSSWIN, NORTON DOOR CONTROLS, SARGENT MFG., OR APPROVED

EQUAL

KICK-PLATES: STAINLESS STEEL, ACROVYN OR APPROVED EQUAL,

SECURED WITH SCREWS

CK = COMBINATION PAD & KEYED
PA = PASSAGE
ST = STORAGE
OF = OFFICE
PV = PRIVACY
ME = MATCH EXISTING
AC = ACROVYN PANEL (WOOD FINISH)
AUTO = AUTOMATIC DOOR OPENER (PADDLE)

NOTE

ALL KEYING & HARDWARE TO BE COORDINATED & APPROVED BY OWNER & SECURITY VENDOR PRIOR TO CONSTRUCTION

LL

2
"

3
'-
8
" 

2
" 

3
'-
0
" 

3
'-
0
" 

2
" 

3
'-
8
" 

2
"

LEAD LINED HOLLOW
METAL FRAME

2" 3'-8" 2" 2" 1 '-8" 2"

GL
LAM

ALUMINUM FRAME
W1 W2

H3 

H3 

J3 

H3A

H3A

J3A

SEE SCHEDULE FOR DOOR
MATERIAL

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

CONT. FULL BEAD SEALANT @
HEAD AND JAMBS (BOTH SIDES)

16GA. GALVANIZED H.M. FRAME

DOUBLE BACKBEND AT FRAME
(TYP. FOR ALL)

2
" 

1
" 

1 /2" 

COORD. W/ PARTITION

1/2"

PARTITION SCHED.

REFER TO

H4

ANCHOR CLIP:
MIN. (1 ) FLOOR ANCHOR,
(3) PER JAMB, (2)PER HEAD

CONTINUOUS STEEL STUD
HEADER & TRACK

JAMB ANCHOR (MIN 3 PER SIDE). 
ATTACH FRAME TO FLOOR W/ 18
GA MIN. FLOOR ANCHORS - EA
SIDE

PROVIDE DOUBLE STUDS @
BOTH SIDES OPENING

REFER TO PARTITION SCHEDULE
FOR FRAMING INFORMATION.

PARTITION SCHED.

REFER TO

COORD. W/ PARTITION  

2
" 

1
" 

1 /2" 1/2"

J4

SEE SCHEDULE FOR DOOR
MATERIAL

SEE FINISH FLOOR PLAN,
ALL TRANSITIONS TO BE FLUSH  

S1
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A-800.1  

DOORS, WINDOWS, HARDWARE

22119  NJPRP-14794

FOR CONSTRUCTION

CATH LAB #2 - SUITE EXPANSION
176 PALISADE AVENUE
JERSEY CITY, NJ 07306

CAREPOINT HEALTH - CHRIST HOSPITAL
29 EAST 29TH STREET
BAYONNE, NJ 07002

Issuance / Revision

No. Date  Description
1 02/07/2023 DCA Comments

DOOR, FRAME, AND HARDWARE SCHEDULE

DOOR NO.
OPENING  DOOR  FRAME HARDWARE

COMMENTS
WIDTH  HEIGHT THK. LABEL TYPE MAT. FINISH TYPE MAT. HEAD  JAMB  SILL  HINGE SET CLOSER  PLATE  HOLD OPEN STOP

1ST LEVEL

118 7'-4" 7'-0" 1 3/4" EXISTING " " " " " " " " " " " " " UPGRADE EXISTING AUTO OPENER TO INCLUDE SENSOR

123 3'-8" 7'-0" 2" C AC  ME F2  HM H2 J2 S1 PIANO; HEAVY DUTY  SELF-CLOSING  (2)12"H X 36"W YES YES LEADED; CARD READER; AUTOMATICOPENER

124A 7'-0" 7'-0" 1 3/4" E SS * * * * * * * * N/A N/A N/A DUAL SLIDING; BREAK AWAY

124B 7'-0" 7'-0" 1 3/4" E SS * * * * * * * * N/A N/A N/A DUAL SLIDING; BREAK AWAY

124C 7'-0" 7'-0" 1 3/4" E SS * * * * * * * * N/A N/A N/A DUAL SLIDING; BREAK AWAY

125A 3'-0" 7'-0" 1 3/4" D AC  ME F1  HM H1 J1 S1 (3) KNUCKLE  SELF-CLOSING  (2)12"H X 36"W NO YES TEMPERED GLASS

125B 3'-0" 7'-0" 1 3/4" A AC  ME F2  HM H2 J2 S1 PIANO; HEAVY DUTY  NO  (2)12"H X 36"W NO YES

127 3'-0" 7'-0" 1  3/4" 45 MIN  A AC  ME F1  HM H1 J1 S1 PIANO  SELF-CLOSING  (2)12"H X 36"W NO YES

130A 4'-0" 7'-0" 1  3/4" 45 MIN  A AC  ME F1  HM H1 J1 S1 PIANO; HEAVY DUTY  SELF-CLOSING  (2)12"H X 36"W NO YES CARD READER

137 7'-0" 7'-0" 1 3/4" E SS * * * * * S1 * * N/A N/A N/A * MANUFACTURER SUPPLIED

138 3'-0" 7'-0" 1 3/4" A AC  ME F2  HM H2 J2 S1 PIVOT  NO  (2)12"H X 36"W NO YES EMERGENCY RELEASE KIT

140 7'-0" 7'-0" 1 3/4" E SS * * * * * S1 * * N/A N/A N/A * MANUFACTURER SUPPLIED

1 . ALL DOOR HARDWARE TO BE SATIN CHROME (626) FINISH,
UNLESS OTHERWISE NOTED. HINGES AT FIRE RATED
ASSEMBLIES AND EXTERIOR DOORS SHALL BE SATIN
STAINLESS STEEL (630).

2. ALL DOORS 7�-0� AND LESS IN HEIGHT SHALL RECEIVED
CONTINUOUS HINGES, HEAVY WEIGHT CLASSIFICATION.
DOORS HIGHER THAN 7�-0� SHALL RECEIVE 2 PAIRS, HEAVY
WEIGHT CLASSIFICATION.

3. ALL HARDWARE FOR DOORS LOCATED IN RATED
ASSEMBLIES SHALL COMPLY WITH NFPA STANDARD NO.
80, TESTED AND LISTED BY UL. ALL RATED DOORS AND
FRAMES SHALL BE PROVIDED WITH FACTORY INSTALLED UL
OR WARNOCK HERSEY LABELS INDICATING APPLICABLE
FIRE CLASSIFICATION OF THE UNIT.

4. ALL INTERIOR HOLLOW METAL DOORS TO BE 16 GA. ALL
HOLLOW METAL FRAMES SHALL BE 16 GA. GALVANIZED
(UNLESS OTHERWISE NOTED) WITH FOUR JAMB CLIPS PER
SIDE. FRAMES SHALL HAVE FULLY WELDED STOPS, CUT
HINGE LOCATIONS, DOUBLE BACKBEND RETURNS, SHOP
PRIMED AND READY FOR PAINTING IN FIELD. REFER TO
SCHEDULE FOR DESIGNATION OF WELDED FRAMES.

5. ALL DOOR HARDWARE SHALL MEET ADA REQUIREMENTS
OF ICC/ANSI A117.1  AND SHALL INCLUDE A MINIMUM OF 3
RUBBER STOPS (SILENCERS) ON LATCH SIDE OF FRAME.

6. ALL FRAMES SHALL BE INSTALLED ACCORDING TO �THE
INSTALLATION OF COMMERCIAL STEEL DOORS AND
FRAMES� PUBLISHED BY THE DOOR AND HARDWARE
INSTITUTE.

7. PROVIDE AND INSTALL DOOR STOPS AT ALL DOORS WHERE
NO DOOR HOLD OPEN REQUIRED. PROVIDE 16 GA.
GALVANIZED STRAPPING/SOLID BLOCKING AT ALL WALL
MOUNTED STOPS AND HOLDERS.

8. GENERAL CONTRACTOR SHALL COORDINATE THE
HARDWARE WITH CLIENT�S SECURITY VENDOR. PROVIDE
SUB-MASTER KEY FOR ALL DOORS THAT ARE COMPATIBLE
WITH PROPERTY OWNER�S BUILDING MASTER AS
REQUIRED.

9. ALL DOORS SHALL BE UNDERCUT 5/8� UNLESS NOTED
OTHERWISE AND SHALL BE PROVIDED WITH DOOR STOPS
AND SILENCERS.

10. SEE FINISH SCHEDULE FOR PAINT COLORS, UNLESS
OTHERWISE INDICATED IN DOOR, FRAME, AND HARDWARE
SCHEDULE.

11 . CONTRACTOR TO PROVIDE CYLINDERS FOR ALL LOCKSETS.
CONTRACTOR TO COORDINATE WITH BUILDING OWNER ON
THE FINAL QUANTITY AND DESIGNATION OF LOCKSETS TO
BE KEYED TO BUILDING STANDARDS.

12. CONTRACTOR SHALL COORDINATE WITH BUILDING
OWNER�S SECURITY VENDOR FOR INSTALLATION OF ANY
ELECTRIFIED HARDWARE, SENSORS, AND CARD READER
SYSTEMS.

13. INTERIOR HOLLOW METAL DOORS AND TRIM TO BE PAINTED
P-.

14. CONTRACTOR TO COORDINATE WITH OWNER THE FINAL
QUANTITY AND LOCATION OF DOORS TO RECEIVE KEYED
LOCK PRIOR TO CONSTRUCTION. PROVIDE BLANK CYLINDER
AND KEYS FOR OWNER�S LOCKSMITH. OWNERS SECURITY
VENDOR SHALL PROVIDE KEYING OF ALL LOCKSETS IN THE
CONTRACT.

15. ALL DOORS SHALL BE 1  3/4" THICK UNLESS OTHERWISE
NOTED.

16. DOOR CLOSERS SHALL BE INSTALLED SO THAT FROM AN
OPEN POSITION OF 90 DEGREES, THE TIME REQUIRED TO
MOVE THE DOOR TO AN OPEN POSITION OF 12 DEGREES
SHALL BE 5 SECONDS MINIMUM.

17. THE FORCE FOR PUSHING OR PULLING OPEN DOORS, OTHER
THAN FIRE DOORS SHALL BE 5.0 POUNDS MAXIMUM FOR
INTERIOR HINGED DOORS AND 5.0 POUNDS MAXIMUM FOR
SLIDING OR FOLDING DOORS.

NOTE:
MANUFACTURER AND MODEL NUMBERS ARE LISTED ONLY TO
INDICATE DEGREE OF QUALITY AND CODE CONFORMANCE.
MANUFACTURERS WITH SIMILAR STANDARDS CAN BE USED
BASED ON APPROVED SUBMITTAL.

DOOR AND HARDWARE NOTES

FRAME CONSTRUCTION

KD  = KNOCK DOWN
FW  = FULLY WELDED

MATERIAL

AL  = ALUMINUM
GL = GLASS
HM = HOLLOW METAL
LL  = LEAD LINED

(COORDINATE WITH PHYSICIST REPORT)
MC = MINERAL CORE
SC = SOLID CORE
SCLC  = STRUCTURAL COMPOSITE LUMBER CORE
SS = STAINLESS STEEL
WD  = WOOD

FINISH

CLR  = CLEAR COATED
PTD  = PTD

GLAZING TYPES

FRG  = FIRE RATED GLASS
IGU = INSULATED GLAZING UNIT
LAM  = LAMINATED GLASS
NR = LAMINATED NOISE REDUCING GLASS
TMP  = TEMPERED GLASS

LEGEND  

3" = 1 '-0" 
H1

HM HEADER DETAIL
3" = 1 '-0"

J1
HM JAMB DETAIL

1/2" = 1 '-0" 
1

DOOR LOCATION DETAIL
1 /2" = 1 '-0"

DOOR TYPES
1 /2" = 1 '-0"

DOOR FRAME

3" = 1 '-0" 
H2

HM HEADER DETAIL -LEAD LINED
3" = 1 '-0"

J2
HM JAMB DETAIL -LEAD LINED

3" = 1 '-0" 
H3

HM HEADER DETAIL -LEAD LINED
3" = 1 '-0"

J3
HM JAMB DETAIL -LEAD LINED GLAZING

1/2" = 1 '-0" 

WINDOW TYPES
3" = 1 '-0"

H4 
HM HEADER DETAIL

3" = 1 '-0" 
J4

HM JAMB DETAIL

3" = 1 '-0" 
S1 

SILL DETAIL -FLUSH

2 3

4
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